
THE ANODISING SELECTOR

Do you require an anodised
finish for an internal or external

application?

INTERNAL EXTERNAL

Is your project a wet area?
(eg: bathroom, laundry, kitchen)

Is your project in a rural location 
away from marine and/or 

industrial areas?

You need anodising suitable for a 

MILD INTERIOR  
ATMOSPHERIC 

CLASSIFICATION

10 MICRON LAYER
12 MONTH 

CLEANING INTERVALS

NO

YES

You need anodising suitable for a 

MODERATE INTERIOR  
ATMOSPHERIC 

CLASSIFICATION

5 and 10 MICRON LAYER
1-3 MONTH 

CLEANING INTERVALS

NO

Is your project in the suburb of a sheltered 
bay with light marine and/or industrial 

influences? 
(eg: Melbourne, Hobart, Adelaide and Canberra)

YES

You need anodising suitable for a 

MILD EXTERIOR
ATMOSPHERIC 

CLASSIFICATION

15 MICRON LAYER
12 MONTH 

CLEANING INTERVALS

YESNO

You need anodising suitable for a 

MODERATE EXTERIOR
ATMOSPHERIC 

CLASSIFICATION

15, 20 and 25 MICRON LAYER
9 MONTH 

CLEANING INTERVALS

Is your project located in an 
industrial, marine or tropic environment?

Industrial Tropic

You need anodising suitable for a 

SEVERE EXTERIOR
ATMOSPHERIC 

CLASSIFICATION

You need anodising suitable for a 

TROPICAL EXTERIOR
ATMOSPHERIC 

CLASSIFICATION

You need anodising suitable for a 

SEVERE EXTERIOR
ATMOSPHERIC 

CLASSIFICATION

25 MICRON LAYER
1-3 MONTH 

CLEANING INTERVALS

25 MICRON LAYER
6 MONTH 

CLEANING INTERVALS

25 MICRON LAYER
6 MONTH 

CLEANING INTERVALS

Marine

ALUMINIUM INDUSTRIES
www.alumind.com.au

Information is based on technical advice supplied by Akzonobel and Dulux



DULUX
Duratec
Electro

INTERPON
D2015 Ultriva

DULUX
Fluoroset

INTERPON
D3020 Fluoromax

STANDARD

SCIENTIFIC

DULUX
Armourspray 

AG or Durapoxy 

INTERPON
Interpon 200 
polyurethane 

NOTE: All powder coat recommendations are based on the assumption projects are 
located 100m or more from the coast. Powder coat warranties will vary according to 
location.

For coastal application, speak to your powder coat applicator to con�rm. As a rough guide,  
Interpon recommends D2015 with cleaning intervals of three months. Dulux recommend 
Duratec, Electyro or Fluroset, with cleaning every three months as a minimum.

Some colours are prone to fading. Always check the allowable colour variance on your  
selected product.

THE POWDER COAT SELECTOR

DULUX
Duralloy

INTERPON
Interpon D1000 

AQUATIC

You require a powder coat suitable for a 
harsh interior environment. Powder 
must be resilient to chemicals and 

water.

DULUX
Duratec, or
Fluoroset 

INTERPON
2 coat system consisting 
of Interpon Metaprep and 

Interpon D2015

Is your project an indoor aquatic 
centre, scientific research laboratory 

or a standard interior?

INTERNAL

You require a powder coat suitable for a 
an environment where aluminium may 
be exposed to chemicals. A laboratory 

or hospital interior are examples of such 
a project.

You require powder coat suitable for a 
standard residential or commercial 

interior.

Do you require a powder coat
Finish for an internal or external

Application?

EXTERNAL

Is your project a house 
under 3 storey? YES

Your project is in the BCA building class

1a, 1b or 10

You require a powder coat suitable for a  
house, shed or granny flat. 

DULUX
Rapidcure
Duralloy

INTERPON
D1000

NO

Is your project a commercial or education 
building, or an apartment development 

under 50 levels?

Your project is in the BCA building class

2, 3, 4, 5 or 6

You require a powder coat suitable for a  
commercial or multi-residential building

NO YES

Is your project a landmark development? 
(eg: apartment construction over 50 levels)

YES NO

Your project may fall under any of the 
BCA building classes. However you 
seek a durable, superior performing 

product.

You require a fluoropolymer product.

Your project is in the BCA building class

2, 3, 4, 5 or 6

You require a powder coat suitable for a  
commercial or multi-residential building
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